


TECHNICAL SPECIFICATIONS

ACCOMMODATION

Wheelhouse for 2 persons

AUXILIARY EQUIPMENT 

Hydraulic system: 
Alarm system: 
Bilge pump/GS pump: 
Freshwater system: 
Spuds:

E-driven 15 kW 
Yes 
Yes 

Option 
Option

DECK LAYOUT 

Anchor: 
Deck crane: 
Towing hook:
Bow roller:
Anchor handling winch:

1 x 40 KG  
Fassi F 225 

option 
Yes 

7 ton

DIMENSIONS

mtr 
mtr 
mtr 
mtr

Length o.a.:
Beam o.a.: 
Depth at sides: 
Draught AFT (empty):

11.55 
5.30 
1.90 
1.25

PERFORMANCES

ton 
knots

Bollard pull ahead: 
Speed:

4.2 
7.0

NAUTICAL AND COMMUNICATION EQUIPMENT 

Searchlight:
Compass: 
GPS: 
Echo sounder:
VHF: 
Hand held VHF: 
Autopilot: 
Intercom:
Radar system:
NAVTEX: 
SART: 
AIS:
EPRIB:

Yes, 1000 Watt
Handheld 

Yes 
Yes 

Sailor RT 6248 
Yes 

Option 
Option
Option
Option 
Option 
Option 
Option

TANK CAPACITIES 

m3 

m3

Fresh water: 
Hydraulic oil: 

1.5 
0.8

PROPULSION SYSTEM 

Main engines electric:
Total power:
Propellers: 
Nozzles: 
Steering gear: 
Total batteries:

2 x Electric engine 100 kW  each
200 kW 
850 mm 

No 
Hand hydraulic

min. 2 x 132 kWh

Anchor handling, mooring, support
CE

Basic functions: 
Classification:

GENERAL
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